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396+50 1 8-11 48 48 194 | 15° Rt [2%x)5/0.064| X | X | X [2%5x V5] 0.105 | X 2| 695 C-14.21|Lt&Rt| 870 | 155 See Detail DI
402+23 2 |30-40 48 222 | 25° Lt 3xl [0.079 X |2%5x Y5 0.105 | X C-14.21|Lt&Rt| 481 | 150 See Detail D2
411+23 3 |30-40 30 178 15° Rt |2%x)3|0.064 X| 6exl |0.075 X - 88 See Detail D3
CSP - Corrugated Steel Pipe The Pipe Has Been Designed For A Fill Height Range As Indicated With The Fill Height * PIPE EXCAVATION & PIPE BACKFILL Will Not Be NOTE: NAME DATE
CAP - Corrugated Aluminum Pipe Equal To Or Greater Than The Lower Number And Not Exceeding The Higher Number. Measured For Payment. FOR PIPE CULVERT PLACEMENT DESIGN T MACBETH 10-90 ARIZONA DEPQ?GTH%‘EANYTS [EVISQNSPORTATION
RCP - Reinforced Concrete Pipe Fil Heights Are The Maximum Measured From The Top Of Pipe To The Highest Point Of SEE STANDARD DRAWING C-13.15 DRAWN M HAUER 10-90
NRCP - Non-Reinforced Concrete Pipe Subgrade Over The Pipe. Should Field Conditions Vary From The Range Indicated, HIGHWAY PLANS SERVICES
NRCIPCP-Non-Reinforced Cast-In Place Concrete Pipe Contact Design For Reevaluation 0f Pipe Design Requirements. @ Wwhen Bituminous Coating Is Specifled For Either Structural Plate CHECKED R DELANO 12-90
Pipe Or Corrugated Metal Pipe, It Shall Be Applied In Accordance A Inciude FRAME & COVER TEAM LEADER J BRUBAKER
With AASHTO M 243 Or AASHTO M 130, Type A, Respectively, STD. C-18.10 & C-18.20 NEW PIPE SUMMARY SHEET
Reference numbers correspond to numbers . The Minimum D-LOAD Needed To Produce A 0.01 Inch Crack. And Coated On Both The Inside And The Outside Of The Pipe Unless
in hexagons on PLAN SHEETS. RCP May Be Provided By Either Min. D-LOAD Or Class. Otherwise Specified In These Drawings. ROUTE TocATION
us 95 OSBORN WASH - NORTH (UNIT 1D SHEET T OF 1
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